
125 एम.एम. एफ.एस.ए.पी.डी.एस. (3 बीएम 42 - एएमके 339) Ĥ¢ेÜय 

125 mm FSAPDS (3BM42 – AMK 339) Projectile  
  

125 mm FSAPDS (3BM42 – AMK 339) Projectile is an Armor-Piercing Fin Stabilized 
Discarding Sabot, designed for use with the 125 mm gun.  It is fired from T-72 &   T-90  
Tanks.  The shot has the following parts : 

 
          Assembly 
 

1. Body 
2.  Rod, Rod-1 & Damper (Heavy alloy blank) 
3.  Driving ring (Sabot)  
4.  Stabilizer (Tail Unit) 
5. Obturator 
6. Bush, Tracer Nut, Windshield  
7. Centering Pin 
 

          PHYSICAL and PERFORMANCE CHARACTERISTICS 
 
          Mass of round (primary & secondary)     :  20.40 kgs  
          Mass empty projectile                 :      7.05 kgs 
          Effective range                                               :  2000 m 
          Depth of penetration        :    460 mm 
                         (A/a  60°  on 230 mm RHA Plate) 
          Muzzle velocity         :  1700 m/s max. 
          Chamber Pressure (Russian Gauge)            :    445-510  Mpa 
          Accuracy in range (max) m                           :             ≤  0.6  
                                                                                                 (at effective range of 2000m) 

           

 


