
ARTILLERY AMMUINTION  

FUZE DA- 5A 

 

Purpose 

This fuze is the modified version of Fuze 161 MK 3 M-1. This fuze is assembled with Mortar Bombs 51 

mm HE. This is a direct action percussion fuze which requires a head on impact for functioning. On 

impact, the striker pierces the detonator which initiates the CE pellet in the magazine which in turn 

initiates the bursting charge in the projectile. 

Aerodynamic shape has been given to the fuze body to achieve longer range. Also the body of the 

Fuze is made of aluminum alloys to make it light weight. 

Physical Characteristic 

Total Length 81.80 mm 
Total Mass 273.38 gm 
Diameter 50.82 mm 
Net Explosive content 6.611 gm 

 

 

 

 

 

 

 

 



FUZE PERCUSSION DA NO.117 

 

 

Purpose 

Fuze 117 is a direct action and graze fuze. It is used in a variety of equipment, with HE, bursting 

smoke and chemical shells. It functions at low angle of impact and is rapid in action. The striker is 

forced in, compressing the striker spring, the point pierces the detonator & resulting detonating 

impulse passes through the explosive stemmed channel to the explosive pellet in the magazine & 

thereafter to the bursting charge of the shell. 

Physical Characteristic 

Mass of Filled Fuze 1.188 Kg ± 10 gms 
Length of fuze 124.689 mm to 126.848 mm 

 

 



FUZE 162 MK-8 

 

Purpose: These fuze are direct action detonating type. Fuze 162 MK2 is assembled with Bomb 81 mm 

HE.     

Physical Characteristic 

Length About 87.5 to 88.5 mm w/o Safety Cap. 
Dia About 34.5 mm to 34.9 mm 
Mass 447 gms 

 

 

 



GRENADE 36 M HAND AND TUBE LAUNCHING 

 

Purpose  

This is an anti-personnel ammunition of fragmentation type, generally hand thrown.  

The grenade has a range of 23 to 27 meters when hurled manually and an increased range of 183 

meters when fired form a 7.62 mm rifle. It explodes into 40 to 60 fragments, killing and maiming the 

enemy within an effective radius of 27.5 mts. 

Specification  

Grenade body Cast iron, segmented externally for better Fragmentation 
Explosive TNT 
Detonator 4 second delay (hand grenade) and 7 second delay (rifle 

grenade) 
Mass of grenade Hand: 680 g              Rifle:802 g 

 

 

 

 

 

 

 

 

 

 

 



CARTRIDGE 14.5 MM 

 

 

 

Purpose  

This ammunition is used as training device for Artillery personnel both individual training of gun 

crews, observers and fire controllers and combined training of Artillery personnel within a unit. 

Specification  

Mass of complete round 67 g 
Length 65 mm (Approx.)  

Mass of projectile 59 + 1 g 
Velocity  115-135 m/s 

 

 

 

 

 

 

 

 

 

 

 

 



Mortar bomb 51mm HE 

 

Purpose  

It is used in anti-personnel warfare. Effective against enemy troops in trenches behind small hills. It 

also enables us in engaging target which are immune to small arms fire. 

Specification  

Mass  850 g 

Length 282.96 mm  

Muzzle velocity 79.5 m/s at charge 1 
101.0 m/s at charge 2 

Range  850 m 

 

 

Bomb 81 mm Mortar HE 



 

Purpose  

This bomb is used in 81 mm Mortar which is a light smooth bore, muzzle loading weapon having high angle of 

fire and capable of a high degree of accuracy. It is a platoon weapon of the infantry. The equipment can be 

dismantled into 3 loads and can be carried by 3 men. It can be used for firing in battlefields, mountain warfare 

or air borne operations. 

Characteristics  

Total length of 
Ammunition 

379 mm  

Mass 4.2 ± 0.125 kg (without primary) and augmenting 
cartridges  

Muzzle velocity 295 m/s 

Max  Range 5000 m 

 

 



MINE APM 

 

Purpose  

It is anti-personnel mine of jumping type, mainly employed in mine field to protect anti-tank mines 

from enemies clearing parties. When actuated by trip pressure, mine jumps up to 0.61m to 1.22m in 

all direction. 

Characteristics  

Mass 3.7 kg 

Actuates 4.54 to 9.07kg or trip   

Lethal area radius 183m 



KAVACH ROCKETS 

 

 

 

Kavach Rockets are used as soft kill missile counter measures or defence system. The kavach rockets 

in long, medium and short ranges are designed for dispensing chaff payload at designated ranges. 

 

Parameter 
KAVACH ROCKET 

SRCR MRCR LRCR 

Caliber  98.00mm 105mm 105mm 

Muzzle Velocity 80m/s 450m/s 450m/s 

Range  150m 2000m 10000m 

 

 

 

 

 

 

 

 

 

 



ANTI SUBMARINE ROCKET (RGB-60) 

 

 

This rocket is used in submarine rocket which is designed to hit submerged submarines. Rocket can 

be fired in salvoes from rocket launcher RBU-600/R6Y-60 12 tubes.  

SPECIFICATION  

Diameter 212 mm 

Length 1830 mm 

Charge Torpex 

Range  300 m to 5500 m 

Fuze YDB 60 

Motor 2 stage 

Rate of sinking 11.6 m/s 

Launcher R6Y 60 /12 
 


